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 TC Introduction

Please find the ‘Stab Rig’ data, static and dynamic spring rate data as well as general information regarding the Avon Tyres Formula Ford contract tyre.

This document should be read in conjunction with 3 other files:-

Stab front.xls  The stabrig response for the front tyre.

Stab rear.xls  The stabrig response for the rear tyre.
Spring rates.xls  Static and dynamic (rolling) spring rate data.

General Data

	 
	Slick 
	Wet 

	 
	Front
	Rear
	Front
	Rear

	Size
	6.0/21.0-13
	7.0/22.0-13
	6.0/21.0-13
	7.0/22.0-13

	Spec Number
	8810
	8811
	7414
	7415

	Rim Size
	6.0J x 13
	7.0J x 13
	6.0J x 13
	7.0J x 13

	Overall Diameter
	519 mm
	551 mm
	519 mm
	551 mm

	Tread Width
	157 mm
	175 mm
	157 mm
	175 mm

	Section Width
	188 mm
	221 mm
	188 mm
	221 mm


The above dimensions are for new tyres; used tyres will grow depending on use.

Please note that metal valve caps are generally supplied and are to be used at all times to avoid potentially dangerous unintentional pressure loss.

Cross ply tyres should always be overinflated and then dropped to the correct pressure to ensure a consistent diameter no matter what pressure the beads ‘pop’ on at.  The above sizes were achieved on new tyres inflated to 55 psi and then dropped to 22 psi.  Some variations are inevitable with cross-ply tyres however.
 TC Orientation

In order to respect the tread joint that is inevitable in the manufacture of racing tyres, tyres should be fitted such that the orientation of the predominant forces do not work to open the joint or ‘splice’.  The service crew will fit all tyres in sets and they mark up the tyres with their direction of orientation.  There will be a spec number and barcode on only ONE sidewall of each tyre.  If for any reason the markings are removed, use the following guide to establish the correct direction of rotation:-
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 TC Stability Rig Schematic

A schematic diagram of the Stability rig used to generate the cornering force against slip angle, and self aligning torque against slip angle graphs. 
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For the purposes of the Pacejka Model creation, all values from the original stabrig data were converted to Newtons.  All angular measurements are in degrees (°).  A positive vertical force was considered to be downwards.  A positive slip angle was considered to be as if the tyre was turning left.

 TC 
 TC Pacejka ’96 Model

	
	Slick Front
	Slick Rear

	[VERTICAL]

	FNOMIN =
	2476.886
	2095.554


	[ALIGNING COEFFICIENTS]

	QBZ1 =
	0
	0

	QBZ2 =
	0
	0

	QBZ3 =
	0
	0

	QBZ4 =
	0
	0

	QBZ5 =
	0
	0

	QBZ9 =
	0
	0

	QCZ1 =
	0
	0

	QDZ1 =
	0
	0

	QDZ2 =
	0
	0

	QDZ3 =
	0
	0

	QDZ4 =
	0
	0

	QDZ6 =
	0
	0

	QDZ7 =
	0
	0

	QDZ8 =
	0
	0

	QDZ9 =
	0
	0

	QEZ1 =
	0
	0

	QEZ2 =
	0
	0

	QEZ3 =
	0
	0

	QEZ4 =
	0
	0

	QEZ5 =
	0
	0

	QHZ1 =
	0
	0

	QHZ2 =
	0
	0

	QHZ3 =
	0
	0

	QHZ4 =
	0
	0


	 [LATERAL COEFFICIENTS]

	PCY1 =
	0.500278
	0.86701

	PDY1 =
	-2.5505
	-1.76673

	PDY2 =
	0.42576
	0.44898

	PDY3 =
	-4.63337
	-5.95260

	PEY1 =
	-0.20794
	-0.50776

	PEY2 =
	0.186783
	0.45347

	PEY3 =
	-0.15643
	-0.58796

	PEY4 =
	-11.4686
	-11.22114

	PKY1 =
	-17.9896
	-28.61746

	PKY2 =
	1.107917
	1.86051

	PKY3 =
	0.300223
	0.34043

	PHY1 =
	6.17E-03
	0.00620

	PHY2 =
	-6.48E-04
	-0.00090

	PHY3 =
	4.87E-02
	0.04885

	PVY1 =
	0.186
	0.16303

	PVY2 =
	-0.20141
	-0.06288

	PVY3 =
	-0.12199
	-0.09356

	PVY4 =
	-0.61435
	-0.82756


	[LONGITUDINAL COEFFICIENTS]

	PCX1 =
	0
	0

	PDX1 =
	0
	0

	PDX2 =
	0
	0

	PEX1 =
	0
	0

	PEX2 =
	0
	0

	PEX3 =
	0
	0

	PEX4 =
	0
	0

	PKX1 =
	0
	0

	PKX2 =
	0
	0

	PKX3 =
	0
	0

	PHX1 =
	0
	0

	PHX2 =
	0
	0

	PVX1 =
	0
	0

	PVX2 =
	0
	0


	[DATA]

	CAMBER =
	1.5
	1




















CONFIDENTIAL, PROPRIETARY AND / OR TRADE SECRET INFORMATION.  
The information contained in this document is intended only for the use of the individual to whom it was sent and may contain confidential, proprietary and / or trade secret information that is the property of Cooper Tire and Rubber Company and / or Cooper-Avon Tyres Limited. If the reader of this document  is not the intended recipient, you are hereby notified that you should not read any further, and any dissemination, distribution or copying of this communication is strictly prohibited. Copyright © Unpublished.
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